
H3P

H3G

Entry-level deskphones
with robust performance

H3P, H3G
SIP deskphones

Why Choose H3P and H3G DeskPhones

Our Advantages

LARGER

2.8-inch

Display

FASTER
Boot in 

seconds

ENERGY 
SAVING

Class 1
POE

Note: H3P: 100M Ethernet ports, black keys
H3G: 1000M Ethernet ports, black and silver gray keys

User-
Oriented

Audio Quality Green Service

• High quality gone through century-old tests; high-end design originated from Europe; localized 
innovative research and development; customer-oriented one-stop service.

• Entry-level SIP deskphones: large screen and POE Class 1 models.
 - Larger text fonts and more lines to present more contents, e.g. querying contacts and call logs, or 

viewing function menus
 - PoE class 1 saves energy, the overall operation and maintenance cost

• Optimal components improve the overall performance of the deskphone, for example, it can boot in 
seconds.

• Compatible with multiple platforms, support Easy Deployment Server (EDS) and Easy Provisioning 
Server (EPS) deployment platforms, and hence can achieve easy massive deployment.



Aesthetic Design: Contracted

Handset, Keys: Ergonomic Design Deployment: Easy, Effortless

Call Performance: Clear, Stable

• 132 x 64 black and white backlit screen, with concise text 
display

• Blue LED indicators for prompt function and aesthetics
• Three-color appearance of black, white, and gray: black/

silver gray keys, white numbers/symbols

• The radian of the handle fits the palm so that the user will 
feel less fatigued after holding the phone for a long time

• On-hook through Hall sensor to prevent accidental on-hook, 
reduce noise, and extend the service life

• The handset made of special materials can reduce slippery 
with sweat

• The concave radian of digital keys properly fit finger pulp

• EPS and EDS help massive deployment
• Widely compatible with multiple third-party platforms

• Our broadband audio technology guarantees clear 
conversations

• Selected chips and electronic components improve the 
overall performance, and guarantee robust performance 
even in harsh environments

• Five-party local calls
• 1,000 call logs and local contacts
• Standard RJ9 headset connection
• 3 SIP accounts

• Question a: What is the initial user 
name and password when logging 
in to the phone?
Answer: The user name is admin, 
and the password is 123456.

• Question b: Does the phone support 
headset connection?
Answer: It supports headsets with 
standard RJ-9 port, such as ALE 
AH11.

• AH 11 
• AH 11GA
• AH 12G
• AH 12GA

For more information, please contact us.
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• Question c: What deployment 
management platforms does the 
phone support?
Answer: EDS, EPS.

• Question d: How many parties does 
a local conference support?
Answer: 5 parties.

Frequently Asked Questions and AnswersOptional Headset

https://www.aledevice.com/site/partners
https://forms.office.com/Pages/ResponsePage.aspx?id=tw5BHotiHEqrKGQvS-BYp6B13giu3GZLt9nHlv1_5TNUQjBXMTkyV00xM1Y2VktVMklYMEhLMDJVQy4u
http://www.aledevice.com/cn
http://www.aledevice.com/cn
https://www.linkedin.com/company/31526262/
https://www.facebook.com/ALE-SIP-Devices-101206561500547/

